
   

Marble Reinforcement
Systems



İstanbul Teknik was founded in 1998 to meet the 
needs of the construction industry that it
operates in and to contribute to the country’s 
industry, is a 100% Turkish-capital construction
materials production, sales, and solution 
engineering company.

Istanbul Teknik produces and sells products that 
offer maximum benefit to the construction
industry and stands out with suitable solutions in all 
its projects.

Istanbul Teknik offers a wide range of products and 
engineering applications, including
infrastructure, housing, insulation and asphalt 
concrete. It stands out in the industry with its
quality and the trust it offers to its customers as a 
result of years of experience.

With more than 20 years of know-how and expertise 
in marble manufacturing and processing
facilities, ISTANBUL TEKNİK offers its customers a 
wide range of high-performance products
and assists them with every stage of production.

Specially designed resins, plate gels, block-shaking 
gels and high-quality marble reinforcement
mesh to meet customer requirements offer 
continuous improvement and optimized processes 
to enhance marble quality.

Istanbul Teknik, under the Marble Products Group; 
It serves the marble industry with its own
brand as Epoxistt and FileTex.

By incorporating all the innovations offered by 
modern technology in its production lines,
Istanbul Teknik carries out its R&D activities 
in-house laboratories and qualified personnel.
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Fills Cracks...

Epoxİstt; Marble Epoxy, and

gels, and marble are more

crack-free and powerful 

than ever...

Marble Epoxy and Gels



✓ Epoxİstt products are epoxy-based marble hardeners. Marble epoxy; consists of product
groups of block wrapping gels and marble slab gels.

• EPOXİSTT MEGA EPOXY
• EPOXİSTT ULTRA EPOXY
• EPOXİSTT ULTRA40 EPOXY
• EPOXİSTT ULTRA60 EPOXY
• EPOXİSTT SUPER ULTRA EPOXY
• EPOXİSTT MEGA SLOW25 EPOXY
• EPOXİSTT MEGA SLOW30 EPOXY
• EPOXİSTT MEGA SLOW CURE EPOXY
• EPOXİSTT ULTRA SLOW CURE EPOXY
• EPOXİSTT ULTRA120 EPOXY
• EPOXİSTT PRO SLAB GEL PASTA
• EPOXİSTT PRO TRANSPARENT GEL PASTA
• EPOXİSTT PRO BLOCK WRAPPING GEL PASTA

PRODUCTS

✓ FileTex Products are marble protection nets made of fiberglass. It increases the
durability of marble, and eliminates breakage. It consists of Plate Nets, Block Tanking
Nets, Ceramic Nets and Mosaic Nets groups.

• FİLETEX 55GR MARBLE SLAB NET
• FİLETEX 75GR MARBLE SLAB NET
• FİLETEX 110GR CERAMIC NET
• FİLETEX 160GR MOSAIC NET
• FİLETEX 500GR BLOCK TANKING NET

PRODUCTS
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Usage Rate and Type

The marble block surface to be used; it must be free 
of dust, moisture, water, oil, dirt, clay, etc and similar 
substances.

The maximum moisture content of the marble surface 
shall be 4 percent.
Marble surface temperature shall be minimum 20 ºC.

Surface Preparation

Epoxy Based Resin & Hardener

Apply to fill the pores on the surface of the marble, 
repair cracks, and eliminate losses that may occur 
during processing and transportation.

The amount to be used for epoxy; It consists of 4 
measures A and 1 measure B.
Pour the A and B epoxy mixture into a bowl and mix 
homogeneously for an average of 60 seconds with the
mixer. The product should be used when it becomes 
transparent.

It is recommended to use with metal spinning or trowel-
like materials for application

Application Area

Marble Reinforcement

Health and Safety

Provide adequate ventilation during application.
Use protective materials such as masks and gloves.
Do not contact products directly or inhale their vapor.
Keep away from open fire sources.
Store in well ventilated areas.

The product may be stored unopened for one year in 
damp-free and non-direct sunlight tanks at 15-25°C.

Storage
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Usage Rate and Type

The marble block surface to be used; it must be free 
of dust, moisture, water, oil, dirt, clay, etc and similar 
substances.

Surface Preparation

Epoxy Based Filling Gel & Hardener

It is used to fill the gaps and cracks in marble slabs.

The amount of gel to be used for the plate gel; It consists 
of 4 parts of A gel and 1 measure of B gel.
A and B gel mixture is prepared by mixing 
homogeneously for 60 seconds with the help of a mixer.

It is recommended to use with metal spinning or trowel-
like materials for application.

Application Area

Pro Plate Gel
Pro Transparent Gel

Health and Safety

Provide adequate ventilation during application.
Use protective materials such as masks and gloves.
Do not contact products directly or inhale their vapor.
Keep away from open fire sources.
Store in well ventilated areas.

The product may be stored unopened for one year in 
damp-free and non-direct sunlight tanks at 15-25°C.

Storage
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Usage Rate and Type

The marble block surface to be used; it must be free 
of dust, moisture, water, oil, dirt, clay, etc and similar 
substances.

Surface Preparation

Epoxy Based Filling Gel & Hardener

By applying the block wrapping method with marble 
block filing before the chisel cutting on marble blocks, 
it reduces the potential for cracks and fractures during 
cutting, thereby enabling the production of stronger 
slabs.

It is used to reinforce the plates by reducing the cracks 
that may occur during cutting.

The amount of gel to be used for the plate gel; It consists 
of 4 parts of A gel and 1 measure of B gel.
A and B gel mixture is prepared by mixing 
homogeneously for 60 seconds with the help of a mixer.

It is recommended to use with metal spinning or trowel-
like materials for application.

Application Area

Pro Block Tanking Gel

Health and Safety

Provide adequate ventilation during application.
Use protective materials such as masks and gloves.
Do not contact products directly or inhale their vapor.
Keep away from open fire sources.
Store in well ventilated areas.

The product may be stored unopened for one year in 
damp-free and non-direct sunlight tanks at 15-25°C.

Storage
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Warnings

Technicial Specifications

It is shipped in rolls of 30cm/ 60cm/ 80cm/ 100cm/
110cm/ 120cm/ 130cm/ 140cm/ 150cm/ 160cm/ 170cm/
180cm/ 190cm with pallets.

It is cut as a special size.
Each roll is 300 meters long.
1 pallet contains 16 rolls.

Packaging

When used with epoxy, it strengthens the marble plates 
and prevents breakage.

It is used with epoxy on the back sides of marble plates.
It increases the strength and prevents breakage.

Must be stored in a dry and cool place.
Use gloves during application.
Glass fiber particles are irritating to the skin.

Store upright.
It should not be subjected to impacts and crushes.

Usage and Advantages

55 g/m2  (4 x 2 mm)
Weaving Gaze
Tex

Warp Direction 33x2
Weft Direction 80

Intensity
Warp Direction 8,6 ± 0,8 ends/inch
Weft Direction 7 ± 0,5 ends/inch

Weight
Raw Product 45 ± 3 g / m2

Finished product 53 ± 5 g / m2

Water Content ≤%1
Resin Content %16±2
Tensile Strength

Warp Direction ≥600 N/50 mm
Weft Direction ≥600 N/50 mm

75 g/m2 (4 x 2 mm)
Weaving Gaze
Tex

Warp Direction 33x2
Weft Direction 132

Intensity
Warp Direction 8,6 ± 0,8 ends/inch
Weft Direction 7 ± 0,5 ends/inch

Weight
Raw Product 60 ± 3 g / m2

Finished product 75 ± 5 g / m2

Water Content ≤%1
Resin Content %16±2
Tensile Strength

Warp Direction ≥600 N/50 mm
Weft Direction ≥800 N/50 mm

It is a protection net for marble slabs made of glass fiber.

55 gr Marble Plate Nets
75 gr Marble Plate Nets

Unbreakable...

Marbles are much stronger

with FileTex Marble Nets...

Marble Plate Mesh and
Block Woven Mesh
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Warnings

Rolls of 30 cm, 60 cm, 100 cm, 120 cm, 150 cm are 
delivered in pallets.
It is cut as a special size.
Each roll is 200 meters long.
1 pallet contains 20 rolls.

Packaging

This is a protection net for ceramic and mosaic marble made of glass fiber.

When used with glue, it prevents the breakage by 
reinforcing the marbles.
It is used with epoxy on the back sides of marble plates.
It increases the strength and prevents breakage.

Must be stored in a dry and cool place.
Use gloves during application.
Glass fiber particles are irritating to the skin.
Store upright.
It should not be subjected to impacts and crushes.

Usage and Advantages Technicial Specifications

110 gr Ceramic Net
160 gr Mosaic Net

110 g/m2 (4 x 2 mm)

Tex

Warp Direction 99x1x2

Weft Direction 200

Intensity

Warp Direction 6 ± 0,5 ends/inch

Weft Direction 4,5 ± 0,5 ends/inch

Weight

Raw Product 82 ± 3 g / m2

Finished product 110 ± 5 g / m2

Water Content ≤%1

Resin Content %16±2

Tensile Strength

Warp Direction ≥1200 N/50 mm

Weft Direction ≥600 N/50 mm

160 g/m2 (4 x 4 mm)

Tex

Warp Direction 136x2

Weft Direction 300

Breaking Force

Warp Direction 35 kN / m

Weft Direction 40 kN / m

Elongation

Warp Direction 1,7%

Weft Direction 2,8%

Water Content ≤%1

Resin Content %16±2

Tensile Strength

Warp Direction ≥600 N/50 mm

Weft Direction ≥800 N/50 mm
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Warnings

It is shipped in rolls of 50cm/75cm/100cm/110cm/120cm
/130cm/140cm/150cm/160cm/170cm/180cm/190cm with 
pallets.
It is cut as a special size.
Each roll is 60 meters long.
1 pallet contains 25 rolls.

Packaging

It is an E-Glass block protection mesh made of glass fiber.

When used in combination with epoxy-based gel, it 
prevents the follicle breaking of the marble blocks prior
to folding.
It increases the strength and prevents breakage.

Must be stored in a dry and cool place.
Use gloves during application.
Glass fiber particles are irritating to the skin.
Store upright.
It should not be subjected to impacts and crushes.

Usage and Advantages Technicial Specifications

500 gr Block Weaving Net

500 g/m2 E Glass

Weaving

Tex

Warp Direction 1200

Weft Direction 1200

Intensity

Warp Direction 2,2 ± 0,8 ends/inch

Weft Direction 2 ± 0,8 ends/inch

Weight

Raw Product 500 ± 10 g / m2

Finished product

Water Content ≤%0,2

Resin Content

Tensile Strength

Warp Direction ≥3550 N/50 mm

Weft Direction ≥3150 N/50 mm
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Notes:Notes:
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With Istanbul Teknik’s  
Marble Reinforcement Systems
Marbles are crack-free and 
more durable…


